C EGESERANIK

SU EMME YETENEGI DUSUK, KURU PRESLENM i$ PORCELEN KAROLAR Eb <% 0,5
DUST PRESSED CERAMIC PORCELAIN TILES WITHLOW WATER ABSORPTION FULLY VITRIFIED
TEKNIK OZELLIKLER TS EN-14411 EK GGRUP Bla DEGERLERI EGE SERAMIK DEGERLERI TEST METODU
TECHNICAL CHARACTERISTIC TS EN-14411 Annex G Group Bla VALUES EGE SERAMIK VALUE TEST STANDARD
Uzunluk ve Genislik 7cm5N<i5cm:tO,9mm 1% 02 -+% 04 ISO 10545-2
Length and width N=>15cm + % 0,6 e+ 2,0 mm
Kalinhk 7cm<N<15cm x0,5 mm
=< » 49 ISO 10545-2
Thickness N>15cm £ % 5 w+ 0,5mm % 5 SO 10545
Gonyeden Sapma 7Tem<N<15om +£0,75 mm o o
. N2150m % % 05 v 2mm % 02 -+% 04 ISO 10545-2
Rectangularity
PR 7em<N <15 om 0,75
enar Dl iEd N> f:lo;lNi % 0:)115 vt ln;lfmn % 02 -+% 04 ISO 10545-2
Straightness of sides ~ L 7
griligi 7 em<N<150m +0,75
Merkez Egriligi N>°1‘;‘;;j o 05 v 2 1% 02 -+% 04 1SO 10545-2
Center Curvature - 0
griligi <N<I15 +0,75
Kenar egriligi 7em<N om 0,75 mm £% 02 -+% 04 ISO 105452
N>15cm £+ % 0,5 v+ 2 mm
Edge Curvature
Carpikhik 7em<N<15cm +0,75 mm o o
N2150m % % 05 v 2mm % 02 -+% 04 1ISO 10545-2
Warpage
Yiizey Kalitesi Karolarmn esas yiizeyinin en az %95' inde, goriiniimii bozacak gozle goriiliir kusurlar olmamaldir.
uzey Raftest A minimum of 95 % of the tiles shall be free from vigible defects that would impair the appearance of a 1SO 10545-2
. major area of tiles
Surface Quality
SuE Eb<% 0,5 BEb<% 0,5
H e Tek karoda max % 0,6 Tek karoda max % 0,6 ISO 10545-3
Water Absorption Individual max % 0,6 Individual max % 0,6
Eilme Day: min 35 N/mm2 min 35 N/mm2
giime Layanim Tek karoda min 32 N/mm2 Tek karoda min 32 N/mm2 ISO 105454
Individual min 32 N/mm2 Individual min 32 N/mm2
Modulus of Rupture
i > i >
Kirilma Dayanim Kalinlik (Thickness ) 27,5 mm 1300 N Kalinlik (Thickness ) 27,5 mm 1300 N ISO 105454

Breaking Strength

Kalinlik (Thickness ) <7,5 mm 700 N

Kalmhk (Thickness ) <7,5 mm 700 N

Derin Agmma Dayanim
Resistance to deep abrasion of unglazed tiles

Ureticinin beyanina gére

As indicated by the manufacturer

Uriine gore test degerleri

Test value for each product

UNGLAZED ISO 10545-6

Asmma Dayanim

Resistance to surface abrasion of glazed tiles

Ureticinin beyanina gore

As indicated by the manufacturer

Uriine gore test degerleri

Test value for each product

GLAZED ISO 10545-7

Dogrusal Isil Genlesme Katsayis1

Degeri beyan edilmelidir.

<7,031*%10-6/ °C ISO 10545-8
Coefficient of lineer thermal expansion Declared value
Deney yontemi mevcuttur Dayaniklidir
Is1Sokuna Dayanim ISO 10545-9
Thermal Shock Resistance Test method available Resistance
Gerekli Dayaniklidir
Catlamaya Dayanim SO 10545-11
Crazing Resistance Required Resistance
Gerekli
Dona Dayanikliik
y_ Resistant (DAYANIKLIDIR) NO ALTERNATION WITH 100 ISO 10545-12
Frost Resistance Required CYCLES

Aside ve Alkaliye Dayaniklihk
Resistance to acids and alkalis

Ureticinin beyanina gére

As indicated by the manufacturer

Sirh karolar / Glazed tiles GLB
Sirs1z karolar / Unglazedtiles ULB

ISO 10545-13

Ev Kimyasallarina ve Yiizme Havuzu Tuzlarma Dayamim
Resistance to household chemicals and swimming

Sirlikarolar / Glazedtiles GB
Sirsiz karolar / Unglazed tiles UB

Sirh karolar / Glazed tiles GB
Sirg1z karolar / Unglazed tiles UB

ISO 10545-13

Sliperry Resistance

As indicated by the manifacturer

Test value for each product

pool salts
Min. Smif 3 Min. Smif 3
Lekelenmeye Dayaniklilik SO 10545-14
Resistance to Staining Min. Class 3 Min. Class 3
Yizey Sertligi min 5 Mohs min 5 Mohs EN 101
Scratch Hardness
ISLAK Dinamik Siirtiinme Katsayis1 Ureticinin beyanina gore Uriine gore test degerleri ANSI/NFSI
Wet Dynamic Coefficients Of Friction As indicated by the manifacturer Test value for each product B101.3-2012
Ureticinin beyanina gore Uriine gore test degerleri
Kayma DIN 51130




