C EGESERANIK

SU EMME YETENEGI YUKSEK, KURU PRESLENM i$ DUVAR KAROLARI Eb >% 10
DUST PRESSED CERAMIC WALL TILES WITH HIGH WATER ABSORBTION
TEKNIK OZELLIKLER TS EN-14411 EK K GRUP BIII DEGERLERI EGE SERAMIK DEGERLERI TEST METODU
TECHNICAL CHARACTERISTIC TS EN-14411Annex K Group Bl VALUES EGE SERAMIK VALUE TEST STANDARD
Uzunluk ve Genislik 7em<N<15 om + 0,75 mm 7cm<N<15cm + 0,75 mm KO 105452
Length andwidth N>15cm + % 0,5 v+ 2,0 mm N>15em +% 0,1 -+% 0,3 )
Kalinlk 7om<N<15cm £0,5 mm o
N>15cm =% 10 ve 0,5mm £10% 1SO 10545-2
Thickness
Gonyeden Sapma 7cm<N<15cm £0,75 mm o
N>15cm £ % 0,5 ve+ 2mm 1% 0,10 -+% 0,3 1SO 10545-2
Rectangularity
K Diizeiinliizii 7em<N<15cm +0,5 mm
e % 0,10 -+% 03 1SO 105452
Straightness of sides Nzl5em &% 03ve1,5mm
Merkez Egriligi 7Tem<N<15 cm+),75 mm, 0,5 mm o
N>15c0m +0,50% /-0,30 % ve+2mm, -1,5 mm % 0,10 -£% 03 150 10545-2
Center Curvature
Kenar egriligi 7Tem<N<15 cm+),75 mm, 0,5 mm o
N>15cm +0,50 % /-0,30 % ve +2mm, -1,5 mm % 0,10 -x% 03 150 105452
Edge Curvature
Carpiklik 7em<N<150om +0,75 mm o
N>15cm + % 0,5 v 2mm +% 0,10 -+% 0,3 1SO 10545-2
Warpage
Yiizev Kalitesi Karolarmn esas yiizeyinin en az %95' inde, goriiniimii bozacak gézle goriiliir kusurlar olmamahdr.
uzey [atlest A minimum of 95 % ofthe tiles shall be free from visible defects that would impair the appearance of a major 1SO 10545-2
area of tiles
Surface Quality
Su Emme Bb Av>10% Bb Av>10% 1SO 10545-3
Water Absorption
Egilme Dayanm Kalmlhik (Thickness )= 7.5 mm ‘min 12 N/mm2 Kalmhk (Thickness )>7.5 mm min 12 N/mm2 150 105454
Modulus of Rupture Kalinlik (Thickness ) <7.5 mm min 15 N/mm2 Kalmlik (Thickness )<7.5 mm min 15 N/mm2
Kinlma Dayanin Kalmhk (Thickness ) 2 7,5 mm 600 N Kahnhk (Thickness ) 2 7,5 mm 600 N 150 105454
Bresking Strength Kahnlik (Thickness ) <7,5 mm 200 N Kahnlk (Thickness ) <7,5 mm 200 N
Dogrusal Isil Genlesme Katsayis1 Degeri beyan edilmelidir.
<6,8*10-6/°C ENISO10545-8
Coefficient of lineer thermal expansion Declared value
Is Juna Dava Deney yontemi mevcuttur Dayanikhidir
s1 Sokuna Dayanim ISO 10545-9
Thermal Shock Resistance Test method available Resistance
) D. Gerekli Dayaniklidir
Catlamaya Dayanim SO 10545-11
Crazing Resistance Required Resistance
Asid Alkalive D Kk Ureticinin beyania gére
siceve Atalye Layanidl GLB ISO 10545-13
Resistance to acids and alkalis Agindicated by the manufacturer
Ev Kimyasallarma ve Yiizme Havuzu Tuzlarma Dayanim . .
. R . Min GB Min GB ISO 10545-13
Resistance to household chemicals and swimming pool " "
salts
Lekel D Klilk Min. Smif 3 Min. Simif 3
elenmeye Dayaniklili ISO 10545-14
Resistance to Staining Min. Class 3 Min. Class 3
Yizey Sertligi min 3 Mohs min 4 Mohs EN101

Scratch Hardness




